ZENRAY LED DOWNLIGHT (SS-SERIES)
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Distributed by:
Zenith Century International Sdn. Bhd. (793394-v)
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Model Shape Power Factor LED Type Flux CRI Angle Color Temp | Dimensions |Cut Hole Size| Lifespan
Model Code w PF Type, pcs Im deg K mm mm hours
LD12WSS-3-5Q | 6” Square | 12W >0.5 |SMD5730 36pcs 1080 >75 160° 3000K 160x160x45mm | 125x125 mm 30,000
LD12WSS-6-5Q | 6” Square | 12W >0.5 |SMD5730 36pcs 1080 >75 160° 6000K 160x160x45mm | 125x125 mm 30,000
LD12WS55-3-R 6"” Round 12w >0.5 SMD5730 36pcs 1080 >75 160° 3000K @160x45mm @125mm 30,000
LD12WSS-6-R 6” Round | 12W >0.5 |SMD5730 36pcs 1080 >75 160° 6000K P160x45mm P125mm 30,000
LD16WSS-3-5Q 8” Square | 16W >0.5 SMD5730 48pcs 1440 >75 160° 3000K 202x202x45mm | 165x165 mm 30,000
LD16WSS-6-5Q | 8” Square | 16W >0.5 |SMD5730 48pcs 1440 >75 160° 6000K 202x202x45mm | 165x165 mm 30,000
LD16WSS-3-R 8" Round 1le6W >0.5 SMD5730 48pcs 1440 >75 160° 3000K @202x45mm @165mm 30,000
LD16WSS-6-R 8" Round 16W >0.5 SMD5730 48pcs 1440 >75 160° 6000K @202x45mm @165mm 30,000
The information presented here is accurate at time of publishing. Material, design and specifications may change without prior notice
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